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FICHE TECHNIQUE Muraspec Buflon

-
Solutions déwcorative:s

Pour plus d'informations, veuillez contacter le service clientéle au 01 34 32 42 00.

Détails du produit

Design:

Code Article:

Description de la couleur:
Largeur:

Longueur:

Vendu par:

Type de construction:
Support:

Poids:

Classement au feu:

Valeur LRV:

CONFORME IMO

C€

Entiérement lavable

RESISTANCE A LA
LUMIERE

&

Trés bien. (6 sur 8
selon la norme
BSEN20105)

Instructions de pose

Répétition du motif:
Décalage du motif:
Chevauchement du motif:

Colle Recommandée:

COLORIS DISPONIBLES POUR CE MODELE IE- lT
Pour voir toute la gamme de coloris disponibles pour ce
modele, veuillez rechercher 'Vermont' a I'aide de I'outil de
recherche sur le site web de Muraspec.

Coller au mur Par suspension inversée

Si vous souhaitez obtenir plus d'informations sur un produit ou service Muraspec, veuillez visiter www.muraspec.fr, email contact@muraspec.fr or

call 01 34 32 42 00.

Vermont

Vermont

P8288

Marron

130 cm

30m

Per linear metre
vinyle a dos textile
Non woven polyester
410g/m? Type | (180z2)

Euro Class B-s2,d0 Other Fire
Certifications available include
Russian GOST, Australian AS 5637.1,
Chinese 8624

IMO RATED IMO RATED
f )
a I A\
BV2690 8517

Ocm
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Murabond Heavy. On dry lining use
Murabond Easy Strip. On sealed
surfaces use Murabond Sealed
Surface Adhesive. For other surfaces
contact Customer Services on 03705
117 118.

» O I
I
Chevauchement et

Correspondance aléatoire ?
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