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WALLCOVERINGSH ASIAN - GINGKO

Motifs sera composé de plusieurs collections inspirées de différentes cultures. La collection Asia est une gamme tres vivante dont les designs créés
au sein du studio graphique de notre usine anglaise sont plus captivants les uns que les autres : Nami, Nami Carp, Gingko et Fan. Ces designs
originaux s'inspirent de la culture de I'Extréme-Orient en mélant des motifs et des textures issus de la nature et de son mouvement naturel - tous ces
éléments réunis offriront énergie et vitalité a vos locaux commerciaux ou résidentiels. Notre collection Asia est imprimée sur un dossier intissé et est
classé au feu Euroclass B.
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Construction Type: Fabric backed Vinyl
Backer: Non-woven Polyester
Weight: 350gsm
Fire rating: Euroclass B-s2,d0
CLEANABILITY LIGHTFASTNESS VOC RATED
Extra Washable Very good.
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CE COMPLIANT  CONTAINS BIOCIDE
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Hanging Information

Pattern Repeat: 93.7
Pattern Offset: Ocm
Pattern Overlap: 5cm
Recommended Adhesive: ools: Soft Spatula and Joint Cutter.

Adhesive: Murabond Heavy. On dry
lining use Murabond Easy Strip. On
{1 sealed surfaces use Murabond
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AVAILABLE COLOURWAYS IN THIS DESIGN
To view the full range of colourways available in this design, please search — T T = <« I E-
‘Asian - Gingko' using the search function tool on the Muraspec website. —
OVERLAP & TRIM BY STRAIGHT HANGING ~ STRAIGHT MATCH PASTE TO WALL

If you require further information about any Muraspec product or service please search our website www.muraspec.fr,
contact us at contact@muraspec.fr or call +33 1 34 32 42 00



https://www.muraspec.fr/
mailto:contact@muraspec.fr

