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Motifs est une série composée de collections, chacune étant inspirée par une culture différente. La collection Scandi

SCANDI - NORSE

puise son inspiration dans les

designs scandinaves caractérisés par la simplicité, chaleur, lumiére et bien-étre qui s'en dégagent. Les motifs créés apportent de 'énergie grace a des
lignes fortes, des dessins précis et un palette de couleurs nordiques. Issus de notre studio graphique anglais, Loki, Norse, Skandes & Skog ameneront

une touche de fraicheur a vos espaces tertiaires ou résidentiels. La collection Scandi est imprimée sur une PVC avec
feu Euroclass B, S2 - dO.
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Colour Description:
Width:

Length:

Sold By:
Construction Type:
Backer:

Weight:

Fire rating:

CLEANABILITY

Extra Washable

CE COMPLIANT  CONTAINS BIOCIDE

q

Hanging Information

Pattern Repeat:
Pattern Offset:
Pattern Overlap:

Recommended Adhesive:

AVAILABLE COLOURWAYS IN THIS DESIGN
To view the full range of colourways available in this design, please search e
‘Scandi - Norse' using the search function tool on the Muraspec website. —_—

OVERLAP & TRIM BY STRAIGHT HANGING

un dos polyester et est classé

Scandi - Norse

11343

White

130cm

m

Per linear metre
Fabric backed Vinyl
Non Woven Polyester
350gsm

Euro Class B-s2, dO

LIGHTFASTNESS VOC RATED

A+

Very good.
(6 out of 8 to
BSEN20105)

100.7cm
Ocm
5cm

ools: Soft Spatula and Joint Cutter.
Adhesive: Murabond Heavy. On dry
lining use Murabond Easy Strip. On
sealed surfaces use Murabond
Sealed Surface Adhesive
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STRAIGHT MATCH PASTE TO WALL

If you require further information about any Muraspec product or service please search our website www.muraspec.fr,
contact us at contact@muraspec.fr or call +33 1 34 32 42 00
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