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WALLCOVERINGSH

CYTHERE

Nouvelle couleur 2020 pour un produit phare de la gamme Buflon Mousse, revétement acoustique avec un coefficient aw = 0,15

Product Details

Design:

SKU:

Colour Description:
Width:

Length:

Sold By:
Construction Type:
Backer:

Weight:

Fire rating:

CLEANABILITY

Extra Washable

CE COMPLIANT  CONTAINS BIOCIDE

C€

Hanging Information

Pattern Repeat:
Pattern Offset:
Pattern Overlap:

Recommended Adhesive:

AVAILABLE COLOURWAYS IN THIS DESIGN
To view the full range of colourways available in this design, please search —
‘Cythere’ using the search function tool on the Muraspec website. S

OVERLAP & TRIM BY REVERSE HANGING

Cythere

61220212

aris

130 cm

30m

Linear meter

Non-woven backed Acoustic

Non woven polyester

585¢g
VOC RATED
0Ocm
0cm
5cm

Murabond Heavy. On dry lining use
Murabond Easy Strip. On sealed
surfaces use Murabond Sealed
Surface Adhesive. For other surfaces
contact Customer Services on 03705
117 118.
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RANDOM MATCH OVERLAP & TRIM

If you require further information about any Muraspec product or service please search our website www.muraspec.fr,

contact us at contact@muraspec.fr or call +33 1 34 32 42 00
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