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Inspiré du mot japonais signifiant « lumiére », notre toute derniére création, Hikari, est bien plus qu’un simple revétement mural : c’est une expérience de chaleur, de
texture et de simplicité raffinée. Hikari évoque la beauté organique d'un effet panneau en toile de jonc, sublimé par un gaufrage authentique qui apporte profondeur et
relief. A la vue, la richesse de la couleur en surface interagit avec la lumiére, suscitant une envie irrésistible de toucher. Du minimalisme moderne au luxe classique,
Hikari s’intégre avec fluidité dans tous les styles d’intérieur. Qu'il soit utilisé comme piece maitresse ou comme toile de fond discréte, son charme naturel sublime aussi

bien les espaces résidentiels que commerciaux.

=] [x]

AVAILABLE COLOURWAYS IN THIS DESIGN

Product Details

Design: Hikari

SKU: 14068

Colour Descriptions: Multi

Width: 130cm

Length: 30m

Sold By: Per Linear Metre

Construction Type:

vinyle a dos textile

Backer: Type Il, Non woven
Weight: 460gsm
Fire rating: Euroclass B-s2,d0
LRV Value: 70
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Trés bien. (6 sur 8
selon la norme

BSEN20105)
Hanging Information
Pattern Repeat: ocm
Pattern Offset: Ocm
Pattern Overlap: 5cm

Recommended Adhesive:

Murabond Heavy. On sealed surfaces
use Murabond Sealed Surface Adhesive.
For other surfaces contact Customer
Services on 03705 117 118

search ‘Hikari’ using the search function tool on the Muraspec

To view the full range of colourways available in this design, please l T
website.
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Par suspension Correspondance Chevauchement et
inversée aléatoire découpe

If you require further information about any Muraspec product or service please search our website www.muraspec.fr, contact us at

customerservices@muraspec.com or call +44 (0)3705 117 118
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